Silicon Content Technology

SCT63340Q

Rev.1.0

40W High-Integration, High-Efficiency PMIC for Wireless Power Transmitter

FEATURES

e VIN Input Voltage Range: 4.2V-30V
e PVIN Input Voltage Range: 1V~26V
e Up to 40W Power Transfer

e Integrated Full-Bridge Power Stage with 13-mQ
Rdson of Power MOSFETs

¢ Integrated High Efficiency 5V-1A Step-down
DC/DC Converter

e Build-in 3.3V-200mA LDO

e Integrated Lossless Input Current Sensor with
2% Accuracy for FOD and Current
Demodulation

¢ Integrated Voltage and Current demodulation
¢ Integrated Q Factor Detection

e 3.3V and 5V PWM Signal Logic Compatible
e Input Under-Voltage Lockout

e Over Current Protection

e Over Temperature Protection

e Available in QFN-22L 4mm*4mm Package

e Available in AEC-Q100 Grade-1

APPLICATIONS
e WPC MPP/EPP Chargers of 10W to 40W
Systems for Mobiles and tablets

e General Wireless Power Transmitters for
Consumer, Industrial and Medical Equipment

e Proprietary Wireless Chargers and Transmitters

TYPICAL APPLICATION
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DESCRIPTION

The SCT63340Q is a highly integrated Power
Management IC allows achieving high performance,
high efficiency and cost effectiveness of wireless
power transmitter system compliant with WPC
specification to support up to 40W power transfer,
working with a wireless application specific controller
ASIC or a general MCU based transmitter controller.

This device integrates a 4-MOSFETs full bridge
gate drivers, a 5V step-down DC/DC converter, a
3.3V LDO, communication demodulator, Q-factor
detection and input current sensor for both system
efficiency and easy-to-use.

The proprietary gate driving scheme optimizes the
performance of EMI reduction to save the system
cost and design. The proprietary lossless current
sensing circuitry with 2% accuracy monitors input
current of full bridge to support Foreign Object
Detection FOD and current demodulation. The build-
in 5V step-down DC/DC converter and 3.3V low
dropout regulator LDO can provide power supplies
to transmitter controller and external circuitries.

The SCT63340Q features input under-voltage lock-
out UVLO protection, over current protection, short
circuit protection, and over temperature protection
for robust design.

The SCT63340Q is available in a compact QFN
4Amm*4mmpackage.

Power Transfer Efficiency with 15W RX @ Vout=12V
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REVISION HISTORY

NOTE: Page numbers for previous revisions may differ from page numbers in the current version.
Revision 1.0: Released to market.

DEVICE ORDER INFORMATION

ORDERABLE PACKAGIN | STANDARD | PACKAGE BINS PACKAGE MSL
DEVICE G TYPE PACK QTY MARKING DESCRIPTION
SCT63340QFFAR  Tape & Reel 5000 3340Q
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BST3 7 Power supply bias for the high-side power MOSFET gate driver of Buck converter.
Connect a 0.1uF capacitor from BST3 pin to SW3 pin.
Output voltage of the Buck converter. Connect 22uF capacitor from this pin to GND
VDD 8 pin. VDD is also the input power supply for gate driver of power stage and the 3.3V
LDO.
V3P3 9 3.3V LDO output. Connect 1uF capacitor to ground.
VDM 10 High-pass filter input. Voltage demodulation pin data packets based on coil voltage.
BST?2 11 Power supply bias for the high-side power MOSFET gate driver of Q3 as shown in the
block diagram. Connect a 0.1uF capacitor from BST2 pin to SW2 pin.
SW2 12 Switching node of the half-bridge FETs Q3 and Q4.
Swi1 14 Switching node of the half-bridge FETs Q1 and Q2.
BST1 15 Power supply bias for the high-side power MOSFET gate driver of Q1 as shown in the
block diagram. Connect a 0.1uF capacitor from BST1 pin to SW1 pin.
QDET 16 Q-factor detection input.
VDMO 17 Voltage demodulation output.
IDMO 18 Current demodulation output.
ISNS 19 Current detection output. The voltage of the pin is proportional to the input current.
PWM logic input to the FET Q3 and Q4 as shown in the Block Diagram. Logic HIGH
PWM2 20 turns off the low-side FET Q4, and turns on the high-side FET Q3. Logic LOW turns off
the high-side FET Q3 and turns on the low-side FET Q4. When PWM input is in the tri-
state mode, both Q3 and Q4 are turned off.
PWM logic input to the FET Q1 and Q2 as shown in the Block Diagram. Logic HIGH
PWM1 21 turns off the low-side FET Q2, and turns on the high-side FET Q1. Logic LOW turns off
the high-side FET Q1 and turns on the low-side FET Q2. When PWM input is in the tri-
state mode, both Q1 and Q2 are turned off.
Enable pin. Pull the pin high or keep it floating to enable the IC. When the device is
EN 22 enabled, Buck converter will start to work if VIN higher than UVLO threshold. After
VDD is established, power stage responds to PWM input logic then.

RECOMMENDED OPERATING CONDITIONS

Over operating free-air temperature range unless otherwise noted

PARAMETER DEFINITION MIN MAX UNIT
ViN Input voltage range 4.2 30 V
Pvin Input voltage range 1 26 \
T3 Operating junction temperature -40 125 <<
ESD RATINGS
PARAMETER DEFINITION MIN MAX UNIT
Human Body Model(HBM), per AEC-Q100-002, all pins (M -2 +2 kv
Veso Charged Device Model(CDM), per AEC-Q100-011, all pins
s -1 +1 kv

(1) HBM and CDM stressing are done in accordance with the AEC-Q100 specification.
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THERMAL INFORMATION

PARAMETER THERMAL METRIC FCTQFN4X4-22L UNIT
Reia Junction to ambient thermal resistance®
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ELECTRICAL CHARACTERISTICS

Vin=Vpevini=Vevinz=12V, VDD=5V, T;=-40C~125<C, typical values are tested under 25<C.

SYMBOL | PARAMETER TEST CONDITION MIN TYP MAX | UNIT
Input supplies and UVLO
ViN Operating input voltage 4.2 30 \%
Pvin Operating input voltage 1 26 \%
Vin UVLO Threshold VN rising 3.56 4 \%
VIN_uvLo ]
Hysteresis 380 mV
Voo UVLO Threshold Vop rising 3.87 4.19 Y,
Vbb_uvio )
Hysteresis 400 mV
IsHDN Shutdown current from VIN pin EN=0V, VIN=12V 1 MA
IsHDN_PVIN Shutdown current from PVINL1,PVIN2 | EN=0V, PVIN=12V 1 uA
IsHDN_vDD Shutdown current from VDD EN=0V, VDD=5V 15 30 uA
EN floating, VDD=5.5V, no
Iving Quiescent current from VIN pin switching, no loading on Buck 210 35
and LDO
s —+ For more information www.silicontent.com, Product Folder Links: SCT63340Q
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TYPICAL CHARACTERISTICS
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Figure 2.Transfer Efficiency with 5BW RX@ Vout=5V
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Figure 4. Transfer Efficiency with 15W RX@ Vout=12V
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Figure 6. 3.3V LDO lout vs Vout
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Figure 3. Transfer Efficiency with 10W RX@ Vout=9V
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Figure 5. Buck Converter Efficiency
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FUNCTIONAL BLOCK DIAGRAM
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OPERATION

Overview

The SCT63340Q is a highly integrated power management unit optimized for wireless power transmitter
applications. This device integrates the power functions required to a wireless power transmitter including 5V buck
converter as power supply for external transmitter controller and internal 5V power supply to increase system
efficiency, full bridge power stage to convert DC input power to AC output for driving LC resonant circuit, lossless
current sensing with 22% accuracy, 3.3V output LDO for powering MCU.

The SCT63340Q has four power input pins. VIN is connected to the power FETs of buck converter. PVIN1 and
PVIN2 are connected to the power FETs of the full bridge and conducts high currents for transferring power. VDD
is the output feedback pin of the 5V output buck converter meanwhile as the power supply for internal two LDOs
and full bridge MOSFET's gate driver.

VIN and PVIN1, PVIN2 can be powered separately for more flexibility of system power design. The operating
voltage range for VIN is from 4.2V to 30V. An Under-voltage Lockout(UVLO) circuit monitors the voltage of VIN
pin and disable the IC operation when VIN voltage falls below the UVLO threshold of 3.2V typically. The maximum
operating voltage for PVIN is up to 26V while the minimum voltage accepted can be down to 1V. Another UVLO
circuit also supervise the VDD voltage which is the power supply for gated drivers of full bridge MOSFETSs. Full
bridge power stage enables working when VDD UVLO release.

Two independent PWM signals control two separate half bridge MOSFETs with internal adaptive non-overlap
circuitry to prevent the shoot-through of MOSFETs in each bridge. PWM logics are compatible for both 3.3V and
5V I0s so the SCT63340Q can accept PWM signal from the controller with using either 3.3V or 5V power supply.

The buck converter and full bridge of power MOSFETSs includes proprietary designed gate driver scheme to resist
switching node ringing without sacrificing MOSFET turn-on and turn-off speed, which further erases high
frequency radiation EMI noise caused by the MOSFETs hard switching. This allows the user to reduce the system
cost and design effort for EMI reduction.

The SCT63340Q full protection features include VIN and VDD under-voltage lockout, over current protection with
cycle-by-cycle current limit and hiccup mode, output hard short protection for buck converter and 4-MOSFETs full
bridge, current limit and current fold back at hard short for the LDO and whole chip thermal shutdown protection.

Enable and Start up Sequence

When the VIN pin voltage rises above 3.6V and the EN pin voltage exceeds the threshold of 1.19V, the buck
converter and two LDOs enable. The device disables when the VIN pin voltage falls below 3.2V or when the EN
pin voltage is below 1.1V. VDD ramps up with buck converter working, and also the V3V output does. Once VDD
and V3V rise up to 3.87V and 3V respectively, PWM signal can control 4-MOSFETs power stage for switching.
PWM input cannot control full bridge of MOSFETSs if VDD drops to 3.47V or V3V drops to 2.7V.

An internall.5uA pull up current source to EN pin allows the device enable when EN pin floats to simply the
system design. If an application requires a higher system input under voltage lockout threshold, two external
resistors divider (R1 and R2) in Figure 9 can be used to achieve an expected system UVLO. The UVLO rising and
falling threshold can be calculated by Equation 1 and Equation 2 respectively.

VIN

R1 o
Viise = 1.19 (1 + ﬁ) — 1.5uA *R1 (1)
EN
R1
Vean = 1.1 % (1 + ﬁ) —5.5uA *R1 (2) R2

Figure 9. System UVLO by enable divider
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5V Output Buck Converter

The SCT63340Q fully integrates synchronous buck converter with up to 30V input voltage and 5V fixed output
voltage, which offers up to 1A output current capability. The device employs 450KHz fixed frequency peak current
mode control with the internal loop compensation network and built-in 1.4ms soft-start which makes this buck
converter easily to be used by minimizing the off-chip component count. Pulse Skipping Modulation(PSM) is
adopted to increase the light load efficiency.

The buck converter's output, a fixed 5V voltage, supports the power requirement on systems such as transmitter
controller or mechanical fan meanwhile it is also the power supply of the SCT63340Q's 3.3V LDO and gate
drivers of 4-MOSFETs full bridge. Connect 22uF capacitor from VDD to GND and add a 0.1uF local bypass
ceramic capacitor placed close to the IC.

The converter has proprietary designed gate driver scheme to resist switching node ringing without sacrificing
MOSFET turn-on and turn-off time, which further erases high frequency radiation EMI noise caused by the
MOSFETSs hard switching.

An external 100nF ceramic bootstrap capacitor between BST3 and SW3 pin powers floating high-side power
MOSFET gate driver. The bootstrap capacitor voltage is charged from an integrated voltage regulator when high-
side power MOSFET is off and low-side power MOSFET is on.

Buck converter implements over current protection with cycle-by-cycle limiting high-side MOSFET peak current
and also low-side MOSFET valley current to avoid inductor current running away during unexpected overload and
hiccup protection in output hard short condition. When overload or hard short happens, the converter cannot
provide output current to satisfy loading requirement even though the inductor current has already been clamped
at over current limitation. Thus, output voltage drops below regulated voltage continuously. When output voltage
under regulation lasts for 1.2ms, the converter stops switching; After remaining OFF for 18ms the device will
attempt to restart from soft-start.

The hiccup protection mode above greatly reduces the average short circuit current to alleviate thermal issues
and protect the regulator.

Full Bridge Power Stage and PWM Control

The SCT63340Q integrates full bridge power stage with only 13mohm on-resistance for each power MOSFET
optimized for wireless power transmitter driving the LC resonant circuit. This full bridge operates in a wide
switching frequency range from 20KHz to 400KHz for different applications which are completely compatible with
WPC's frequency requirement from 100KHz to 205KHz.

PWM1 input controls the half bridge comprised of high side MOSFET Q1 and low side MOSFET Q2, and PWM2
input controls the half bridge comprised of high side MOSFET Q3 and low side MOSFET Q4 as shown in block
diagram. The PWM1 and PWM2 independently control the SW1 and SW2 duty cycle and frequency. Logic HIGH
will turn off low side FET and turn on high side FET, and logic LOW will turn off high side FET and turn on low side
FET.

PWM1 and PWM2 also support tri-state input. When PWM input logic first enters tri-state either from logic HIGH
or logic LOW, the states of its controlled FETs stay the same. If the PWM input stays in the tri-state for more than
60ns, its controlled FETs are all turned off, and the corresponding SW output becomes high impedance. The FETs
stay off until the PWM logic reaches logic HIGH or logic LOW threshold.

An external 100nF ceramic bootstrap capacitor between BST1 and SW1 pin powers floating high-side power
MOSFET Q1's gate driver, and the other 100nF bootstrap capacitor between BST2 and SW2 pin powers for the
Q3's. When low side FET is on as SW is low, the bootstrap capacitor is charged through internal path by VDD
power supply rail.

PWM cannot stay at a high level for more than 2ms since the voltage of bootstrap capacitor will be discharged by
internal leakage current if high side FET keeps on.

For more information www.silicontent.com, Product Folder Links: SCT63340Q _I- IR 1 L
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The voltage mode envelope detector is implemented using a discrete solution as depicted on Figurel0. This
simple implementation achieves the envelope detector function, low-pass filter as well as the DC filter function.
The envelope detector applies the analog signal to VDM pin and the chip do the demodulation and output a digital
signal to VDMO pin which MCU can capture the voltage demodulation results and then implement the packet
decode.

|| VDM

VcoiI—H—’\/W T AAYAY T » Demodulation

<
<

VDMO

A

Figure 10. Envelope Detector

The current-mode detector takes the modulation information from the average input current which the chip can
read from ISNS pin. The MCU can detect the demodulation results on VDMO and IDMO pins and then implement
the packet decode.

Thermal Shutdown

The SCT63340Q protects the device from the damage during excessive heat and power dissipation condition.
Once the junction temperature exceeds 155<C, the thermal sensing circuit stops Buck converter, two LDOs and
full bridge of 4-MOSFETs' working. When the junction temperature falls below 120<C, then the device restarts.
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APPLICATION INFORMATION

Typical Application
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Figure 11. Separate Input to VIN and PVIN
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Application Waveforms
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Layout Guideline

Proper PCB layout is a critical for SCT63340Q’s stable and efficient operation. The traces conducting fast
switching currents or voltages are easy to interact with stray inductance and parasitic capacitance to generate
noise and degrade performance. For better results, follow these guidelines as below:

1.

2.
3.

Bypass capacitors from PVIN to PGND should put next to PVIN and PGND pin as close as possible
especially for the two small capacitors.

PGND connect to bottom layer by via between capacitors.

Bypass capacitors from VIN to GND should put next to VIN and GND pin as close as possible especially for
the small capacitor.

Buck converter output capacitor's ground should connect to GND directly to minimize the power loop.

VDD pin can connect to the DC/DC's output capacitor from bottom layer, connect to the point behind the
capacitor while not connect to inductor.

Bypass capacitor for VDD place next to VDD pin.

Bypass capacitor for V3P3 place next to V3P3 pin.

Figure 18. PCB Layout Example
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PACKAGE INFORMATION

PACKAGE OUTLINE DRAWING FOR 22L FCTQFN (4.0X4.0MM)
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SIDE VIEW SECTION A-A

NOTE:

1) THE LEAD SIDE IS WETTABLE.

2) ALL DIMENSIONS ARE IN
MILLIMETERS.

3) LEAD COPLANARITY SHALL BE 0.08
MILLIMETERS MAX.

4) JEDEC REFERENCE IS MO-220.

5) DRAWING IS NOT TO SCALE.

RECOMMENDED LAND PATTERN
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TAPE AND REEL INFORMATION

21 ¢ 1 SECTION A-A SCALI
REEL DIMENSIONS
Reel Width A B C D t
12 2329+ 12.8+1 @100+1 213.34.3 2.040.3
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Feed Direction SECTION Y=Y
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SECTION X=X
TAPE DIMENSIONS
W AO BO KO t P
(mm) (mm) (mm) (mm) (mm) (mm)
127930 4.4040.10 | 4.40#0.10 | 1.1440.10 | 0.2530.02 8+0.10
E F P2 D D1 PO 10PO
(mm) (mm) (mm) (mm) (mm) (mm) (mm)
1.7520.10 5.5040.05 | 2.00+0.05 1.505°*° 1.505°%° 4.0040.10 | 40.020.20
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