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REVISION HISTORY  
NOTE: Page numbers for previous revisions may differ from page numbers in the current version. 

Revision 0.8: Customer Samples. 

Revision 0.81: Update THERMAL INFORMATION. 

Revision 0.82: Update PACKAGE INFORMATION. 

Revision 0.83: Update EC form based on the latest engineering data. 

DEVICE ORDER INFORMATION  

ORDERABLE 
DEVICE  

PACKAGING 
TYPE  

STANDARD 
PACK QTY 

PACKAGE 
MARKING 

PINS 
PACKAGE 

DESCRIPTION 
MSL 

SCT2461MQFNFR Tape & Reel 5000 461MQ 14 FCQFN4x4-14L TBD 

ABSOLUTE MAXIMUM RATINGS 
Over operating free-air temperature unless otherwise noted (1) 

 

PIN CONFIGURATION 
 

DESCRIPTION MIN MAX UNIT 
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Figure1. 14-Lead FCQFN 4mm×4mm (Sketch Map) 

VIN1, VIN2 (2) -0.3 42 V  

EN -0.3 42 V  

BOOT -0.3 48 V  

SW -0.3 42 V  

SW (<10ns) (3) -3 42 V  

BOOT-SW -0.3 6 V  

BIAS, PG -0.3 24 V  

VCC, FB, FREQ -0.3 6 V  

Operating junction temperature TJ (4) -40 150 °C  

Storage temperature TSTG -65 150 °C  

(1) Stresses beyond those listed under Absolute Maximum Rating may cause device permanent damage. The device is not guaranteed to 
function outside of its Recommended Operation Conditions.  

(2) The max VIN transient voltage is guaranteed by design and verified on bench. 
(3) This applies to the ringing voltage generated by itself, not externally applied voltage. 
(4) The IC includes over temperature protection to protect the device during overload conditions. Junction temperature will exceed 150°C 

when over temperature protection is active. Continuous function above the specified maximum operating junction temperature will reduce 
lifetime.  

PIN FUNCTIONS 

NAME NO. PIN FUNCTION 

PGND1 1 
Power ground to internal low-side MOSFET. Connect to system ground. Low 
impedance connection must be provided to PGND2. Connect a high-quality bypass 
capacitor or capacitors from this pin to VIN1. 

VIN1 2 
Input supply to the converter. Internally integrated a 100nF input bypass capacitor. 
Connect a high-quality voltage stabilizing capacitor or capacitors from this pin to 
PGND2. Low impedance connection must be provided to VIN2. 

BOOT 3 
Power supply bias for high-side power MOSFET gate driver. Connect a 0.1uF capacitor 
from BOOT pin to SW pin. Bootstrap capacitor is charged when low-side power 
MOSFET is on, or SW voltage is low.  

NC 4 Not connected. 
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RECOMMENDED OPERATING CONDITIONS 
Over operating free-air temperature range unless otherwise noted 

PARAMETER DEFINITION MIN MAX UNIT 

VIN Input voltage range 3.5 36 V 

VOUT Output voltage range 1 16 V 

TJ Operating junction temperature -40 150 °C 

ESD RATINGS 

PARAMETER DEFINITION MIN MAX UNIT 

VESD 
Human Body Model (HBM) -1.5 +1.5 kV 

Charged Device Model (CDM) -1 +1 kV 

THERMAL INFORMATION 

PARAMETER THERMAL METRIC FCQFN-14L UNIT 

RθJA 
(1)(2) Junction to ambient thermal resistance 44.57 

°C/W 

ΨJT
 (2) Junction-to-top characterization parameter 2.73 

ΨJB
 (2) Junction-to-board characterization parameter  4.82 

RθJCtop
 (1)(2) Junction to case thermal resistance  35.52 

RθJB 
(2) Junction-to-board thermal resistance 4.93 

RθJA_EVM 
(3) Junction to ambient thermal resistance (EVM) 31.08 

ΨJT_EVM
 (3) Junction-to-top characterization parameter (EVM) 1.72 

(1) SCT provides RθJA and RθJC numbers only as reference to estimate junction temperatures of the devices. RθJA and RθJC are not a 
characteristic of package itself, but of many other system level characteristics such as the design and layout of the printed circuit 
board (PCB) on which the SCT2461MQ is mounted and external environmental factors. The PCB board is a heat sink that is soldered 
to the leads of the SCT2461MQ. Changing the design or configuration of the PCB board changes the efficiency of the heat sink and 
therefore the actual RθJA and RθJC.  
(2) Measured on JESD51-7, 4-layer PCB. The values given in this table are only valid for comparison with other packages and cannot 
be used for design purposes. These values were calculated in accordance with JESD51-7 and simulated on a specified JEDEC 
board. They do not represent the performance obtained in an actual application. 
(3) Measured on SCT standard EVM: SCT2461MQ Demo Board, Outer layer 1oz and inner layer 0.5oz copper thickness, 75mm x 
65mm, 4-layer PCB. 
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SYMBOL PARAMETER TEST CONDITION MIN TYP MAX UNIT 

Power Good 

VPG_UV 
Power-good flag under voltage 
tripping threshold 

POWER GOOD (% of FB voltage)  96  % 

POWER BAD (% of FB voltage)  94  % 

VPG_OV 
Power-good flag over voltage 
tripping threshold 

POWER BAD (% of FB voltage)  110  % 

POWER GOOD (% of FB voltage)  105  % 

IPG 
PWRGD leakage current at high 
level output 

VPull-Up = 5V   200 nA 

VPG_LOW PWRGD low level output voltage IPull-Up = 1 mA  0.05  V 

tPGDFLT(rise） 
Delay time to PGOOD high 
signal 

  2  ms 

tPGDFLT(fall） 
Glitch filter time constant for 
PGOOD function 

  100  us 

Protection 

VOVP 
Feedback overvoltage with 
respect to reference voltage 

VFB/VREF rising  110  % 

VFB/VREF falling  105  % 

VBOOTUV BOOT-SW UVLO Threshold 
BOOT-SW falling  2.35  V 

Hysteresis  250  mV 

TSD
* Thermal shutdown threshold 

TJ rising  172  °C 

Hysteresis  12  °C 

*Derived from bench characterization or design values. 
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OPERATION 

Overview 

The SCT2461MQ is a 3.5V-36V input, 6A output, EMI friendly synchronous buck converter with built-in 30mΩ Rdson 
high-side and 18mΩ Rdson low-side power MOSFETs. It implements constant frequency peak current mode control 
to regulate output voltage, providing excellent line and load transient response and simpl
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𝑅𝐹𝑅𝐸𝑄(𝐾𝛺) = (
1

𝑓𝑆𝑊(𝐾𝐻𝑧)
− 3.3 × 10−5) × 2.04 × 104  (4)  

 

Where, 
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to decrease, and the minimum decreases to 80kHZ. To ensure that the output voltage can better follow the change 
of input voltage. 

During slowing power up and power down application, the output voltage can closely track the input voltage ramping 
down thanks to LDO operation mode. As the input voltage is reduced to near the output voltage, i.e. during slowing 
power-up and power-down application, the off-time of the high side MOSFET starts to approach the minimum value. 
Without LDO operation mode, beyond this point the switching may become erratic and/or the output voltage will fall 
out of regulation. To avoid this problem, the SCT2461MQ LDO mode automatically reduces the switching frequency 
to increase the effective duty cycle and maintain regulation. 

 

 
Figure 11. LDO Operation Characteristic (Vout =5V) 

Over Current Limit and Hiccup Mode 

The inductor current is monitored during high-side MOSFET Q1 and low-side MOSFET Q2 on. The SCT2461MQ 
implements over current protection with cycle-by-cycle limiting high-side MOSFET peak current and low-side 
MOSFET valley current to avoid inductor current running away during unexpected overload or output hard short 
condition.  

When overload or hard short happens, the converter cannot provide output current to satisfy loading requirement.  
The inductor current is clamped at over current limitation. Thus, the output voltage drops below regulated voltage 
with FB voltage less than internal reference voltage continuously. The internal COMP voltage ramps up to high 
clamp voltage 1.7V typical. When COMP voltage is clamped for 16 cycles of low side OC, the converter stops 

switching.  After remaining OFF for 33.6ms，the device restarts from soft starting phase. If overload or hard short 

condition still exists during soft-start and make COMP voltage clamped at high ，after soft start time and COMP 

still keep high for 16 cycles of low side OC，the device enters into turning-off mode again. When overload or hard 

short condition is removed, the device automatically recovers to enters normal regulating operation. 

The hiccup protection mode above makes the average short circuit current to alleviate thermal issues and protect 
the regulator.  

Over voltage Protection 

The SCT2461MQ implements the Over-voltage Protection OVP circuitry to minimize output voltage overshoot 
during load transient, recovering from output fault condition or light load transient. The overvoltage comparator in 
OVP circuit compares the FB pin voltage to the internal reference voltage. When FB voltage exceeds 110% of 
internal 0.8V reference voltage, the high-side MOSFET turns off to avoid output voltage continue to increase. When 
the FB pin voltage falls below 105% of the 0.8V reference voltage, the high-side MOSFET can turn on again. 
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Power Good  

The PGOOD pin is an open-drain output. A pull up resistor between the values of 10KΩ and 100KΩ to a voltage 
source that is 5V or less is recommended.  

Once the FB pin is between 96% and 105% of the internal voltage reference the PGOOD pin is de-asserted and 
the pin floats with 2ms delay. The PGOOD pin is pulled low when the FB is lower than 94% or greater than 110% 
of the nominal internal reference voltage with 100us deglitching time, PG_OVP only work in the close-loop state. 
Also, the PG is pulled low if VIN UVLO or thermal shutdown are asserted or the EN pin pulled low, Output voltage 
excursions that are shorter than 100us deglitching time do not trip the PGOOD flag. 

Thermal Shutdown 

The SCT2461MQ protects the device from the damage during excessive heat and power dissipation conditions. 
Once the junction temperature exceeds 172°C, the internal thermal sensor stops power MOSFETs switching. When 
the junction temperature falls below 160°C, the device restarts with internal soft start phase.   
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APPLICATION INFORMATION 

Typical Application 
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Figure 12. SCT2461MQ Design Example, 5V Output with Adjustable UVLO 

Design Parameters 

Design Parameters Example Value 

Input Voltage 24V Normal 3.5V to 36V 

Output Voltage 5V 

Maximum Output Current 6A 

Switching Frequency 400 KHz 

Output voltage ripple (peak to peak) 6.2mV 

Start Input Voltage (rising VIN) 5.5V 

Stop Input Voltage (falling VIN) 4.6V 
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Output Voltage 
 
The output voltage is set by an external resistor divider 
R5 and R6 in typical application schematic. 
Recommended R6 resistance is 24.9KΩ. Use Equation 
5 to calculate R5. 

 

𝑅5 = (
𝑉𝑂𝑈𝑇

𝑉𝑅𝐸𝐹

− 1) ∗ 𝑅6 (5) 

where: 

• VREF is the feedback reference voltage, typical 
0.8V. 

 

Table 1. R5, R6Value for Common Output Voltage 

(Room Temperature) 

VOUT R5 R6 

3.3   V 76.8 KΩ 24.9 KΩ 

5   V 130 KΩ 24.9 KΩ 

12 V 348 KΩ 24.9 KΩ 
 

Switching Frequency 

Higher switching frequencies support smaller profiles of output inductors and output capacitors, resulting in lower 
voltage and current ripples. However, the higher switching frequency causes extra switching loss, which 
downgrades converter’s overall power efficiency and thermal performance. The 60ns minimum on-time limitation 
also restricts the selection of higher switching frequency. In this design, a moderate switching frequency of 400 kHz 
is selected to achieve both small solution size and high efficiency operation. 
 
The resistor connected from FREQ to GND sets 
switching frequency of the converter. The resistor value 
required for a desired frequency can be calculated using 
Equation 6 or determined from Figure 7.  

𝑅3(KΩ) = (
1

𝑓𝑠𝑤(𝐾𝐻𝑧)
− 3.3 × 10−5) × 2.04 × 104      (6) 

where: 

• fSW is the desired switching frequency 

Table 2. RFSW Value for Common Switching Frequencies 

(Room Temperature) 

Fsw R3 (RFSW) 

210 KHz 100 KΩ 

400 KHz 52.3 KΩ 

590 KHz 34.8 KΩ 

1000 KHz 19.6 KΩ 

1500 KHz 14.3 KΩ 

2100 KHz 9.09 KΩ 
 

Under Voltage Lock-Out 

An external voltage divider network of R1 from the input to EN pin and R2 from EN pin to the ground can set the 
input voltage’s Under Voltage Lock-Out (UVLO) threshold. The UVLO has two thresholds, one for power up when 
the input voltage is rising and the other for power down or brown outs when the input voltage is falling. For the 
example design, the supply should turn on and start switching once the input voltage increases above 5.5V (start 
or enable). After the regulator starts switching, it should continue to do so until the input voltage falls below 4.6V 
(stop or disable). Use Equation 7 and Equation 8 to calculate the values 309 kΩ and 75 kΩ of R1 and R2 resistors. 

𝑉𝑟𝑖𝑠𝑒 = (
𝑅1

𝑅2
+ 1) × 𝑉𝐸𝑁𝑅 (7) 

 

 𝑉𝑓𝑎𝑙𝑙 = (
𝑅1

𝑅2
+ 1) × 𝑉𝐸𝑁𝐹 (8) 

where: 

• Vrise is rising threshold of Vin UVLO 

• Vfall is falling threshold of Vin UVLO 
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• VENR=1.07V, VENF=0.9V 

Inductor Selection 

There are several factors should be considered in selecting inductor such as 
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SCT2461MQ can deliver also depends on the inductor current ripple. Thus, the maximum desired output current 
also affects the selection of inductance. The smaller inductor results in larger inductor current ripple leading to a 
higher maximum output current. 

Input Capacitor Selection 

The input current to the step-down DCDC converter is discontinuous, therefore it requires a capacitor to supply the 
AC current to the step-down DCDC converter while maintaining the DC input voltage. Use capacitors with low ESR 
for better performance. Ceramic capacitors with X5R or X7R dielectrics are usually suggested because of their low 
ESR and small temperature coefficients.  

The voltage rating of the input capacitor must be greater than the maximum input voltage. And the capacitor must 
also have a ripple current rating greater than the maximum input current ripple. The RMS current in the input 
capacitor can be calculated using Equation 13. 

 ICINRMS = IOUT ∗ √
VOUT

VIN
∗ (1 −

VOUT

VIN
) (13) 

The worst-case condition occurs at VIN=2*VOUT, where: 

 ICINRMS = 0.5 ∗ IOUT (14) 

For simplification, choose an input capacitor with an RMS current rating greater than half of the maximum load 
current. 

When selecting ceramic capacitors, it needs to consider the effective value of a capacitor decreasing as the DC 
bias voltage across a capacitor increases. 

The input capacitance value determines the input ripple voltage of the regulator. The input voltage ripple can be 
calculated using Equation 15 and the maximum input voltage ripple occurs at 50% duty cycle. 

 ∆VIN =
IOUT

fSW∗CIN
∗

VOUT

VIN
∗ (1 −

VOUT

VIN
) (15) 

For this example, two 4.7μF, X7R ceramic capacitors rated for 50 V in parallel are used. 
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• COUT is the output capacitance  

• VOUT is the output voltage 

• VINis the input voltage 

Due to capacitor’s degrading under DC bias, the bias voltage can significantly reduce capacitance. Ceramic 
capacitors can lose most of their capacitance at rated voltage. Therefore, leave margin on the voltage rating to 
ensure adequate effective capacitance. Typically, four 22μF ceramic output capacitors work for most applications.  

 

Table 3: Typical External Component Values  
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Application Waveforms 

 

 
Figure 19. Load Transient (0.6A-5.4A, 1.6A/us)  

 
Figure 20. Load Transient (1.5A-4.5A, 1.6A/us)  

 
Figure 21. Output Ripple (Iload=100mA) 

 
Figure 22. Output Ripple (Iload=1A) 

 

 
Figure 23. Output Ripple (Iload=6A) 

 

Figure 24. Thermal, 12Vin, 5Vout, 6A 
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Layout Guideline 

Proper PCB layout is a critical for SCT2461MQ’s stable and efficient operation. The traces conducting fast switching 

currents or voltages are easy to interact with stray inductance and parasitic capacitance to generate noise and 

degrade performance. For better results, follow these guidelines as below: 
 
1. Power grounding scheme is very critical because of carrying power, thermal, and glitch/bouncing noise 
associated with clock frequency. The thumb of rule is to make ground trace lowest impendence and power are 
distributed evenly on PCB. Sufficiently placing ground area will optimize thermal and not causing overheat area. 

2. Place a low ESR ceramic capacitor as close to VIN pin and PGND as possible to reduce parasitic effect. 

3. Output inductor should be placed close to the SW pin. The area of the PCB conductor minimized to prevent 
excessive capacitive coupling. 

4. The FREQ terminal is sensitive to noise so the FREQ resistor should be located as close as possible to the IC 
and routed with minimal lengths of trace. 

5. UVLO adjust and FREQ resistors and feedback components should connect to small signal ground which must 
return to the GND pin without any interleaving with power ground. 

6. For achieving better thermal performance, a four-layer layout is strongly recommended. 

R

R

VOUT
 

Figure 25. PCB Layout Example (Sketch Map) 
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TAPE AND REEL INFORMATION 
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