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Wide Vin 50V Non-synchronous Boost/Flyback/SEPIC Controller
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ELECTRICAL CHARACTERISTICS

SYMBOL

PARAMETER

TEST CONDITION
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TYP
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UNIT

Power Supply and Output

Reference and Co
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Soft start
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Protection
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SYMBOL PARAMETER TEST CONDITION MIN TYP MAX | UNIT
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TYPICAL CHARACTERISTICS
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TYPICAL CHARACTERISTICS
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FUNCTIONAL BLOCK DIAGRAM
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OPERATION

Overview
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Adjustable Peak Current Limit
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APPLICATION INFORMATION

Typical Application (Boost)
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Inductor Selection (Boost)
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Output Diode Selection
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Application Waveforms
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Typical Application (Sepic)
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Inductor Selection (Sepic)
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Application Waveforms
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Layout Guideline
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PACKAGE INFORMATION
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1) ALL DIMENSIONS ARE IN MILLIMETERS.
B 2) PACKAGE LENGTH DOES NOT INCLUDE MOLD - + -
FLASH, PROTRUSION OR GATE BURR.
3) DRAWING MEETS JEDEC MO-187, VARIATION BA. ‘
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TAPE AND REEL INFORMATION

SPECIFICATIONS
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